


Aydinlatma diinyasina yeni bir soluk getiren Stonelight markasi HRN DIZAYN Biinyesinde 2002 yilinda dogmustur.
Tum dinya Uzerinde 6 sene arastirma ve inceleme yapilarak tarafimiza verilen 20 yil korumali bulus patenti sayesinde,
dekoratif aydinlatma da 6ncii olmayi amag edinmis olan firmamiz uzmanlagsmaya yonelerek standartlarini ylkseltmistir.

Hedefimiz, tedarikgilerimiz ve galisanlarimiz ile birlikte, gticlu bir ekip ruhu iginde yeni teknolojileri kullanarak kaliteli ve
dayanikli GrGnlerimizi dinya standartlarinda Ureterek misteri memnuniyetini en Ust dizeyde tutmaktir.

Stonelight yapilan AR-GE galismalari sayesinde gln gectikce daha da guclenerek misterilerimize avantaj saglamaktadir.
Hrn Dizayn, mUsterilerine satis oncesi ve satis sonrasi sagladigi destek ile dzel projelerde yer almakta ve sundugu hizmet
kalitesi ile projelerinizin sorunsuz yurittlimesine katki saglamaktadir.

Stonelight brand which gives a new impulse to the lighting sector was born in 2002 within the body of HRN DIZAYN.
By means of the 20 years protected patent which has been granted to us after a research and investigation period of
6 years throughout the world, our company aiming for being a leader also in the field of decorative lighting has headed
towards specialization and raised its standards.

Our aim, by adopting an intense team spirit with our suppliers and staff, is manufacturing our high quality and solid
products in world class by utilizing the new technologies and keeping the customer satisfaction at its highest.

Stonelight is getting stronger day by day and provides our customers with advantage by virtue of the conducted R&D studies.
Hrn Dizayn takes part in special projects by means of the support it provides to the customers before and after sales and
contributes in flawless conduction of your projects with the service quality it provides.









Uriin Karakteristigi;

Esnek Uretim yapisi sayesinde istenilen ebatta imalat,

Akrilik G6vde,

Aliminyum kasaya sahip govde,

Allminyum kor kasa ile montaj kolaylig,

Uzerinde ylrime ve arag gegisine uygunluk,

Tek renk veya RGB secenegi,

Uriinlerimize ozel olarak tasarlanmisg PCB,

Anti-static malzeme,

Opsiyonel olarak renkli ylzey imalati,

Mermer, traverten, seramik, ahsap vb.zeminlerde kullanilabilme,

Mikemmel UV Dayanimi,

YUzey temizligi igin aseton, tiner, temizlik kimyasallari ve
zimpara kullanilabilme,

Doga sartlarina uyum, ( 1si farkindan etkilenmez, dis gorint
degisimine ugramaz )

Product Characteristics;

Manufacture of the desired size with flexible production structure,
Acrylic body,

Aluminium chassis with body,

Ease of installation casing with aluminum blind

On walking and compliance with the passage of vehicles,

Single color or RGB option

Our products specially designed PCB

Anti-static material,

Optional colored surface manufacturing,

Marble, travertine, ceramic, wood and so on.Can be used on floors,

Applicable to adapt to the ground that,
UV resistance,

Acetone for surface cleaning, paint thinners, cleaning chemicals and

sandpaper can be used

SLA Serisi Isikl Bantlar
SLA Series Lighting Bands






Uriin Karakteristigi;

Esnek Uretim yapisi sayesinde istenilen ebatta imalat,
Akrilik Govde,

Alliminyum kasaya sahip gévde,

Aliminyum kor kasa ile montaj ve mtdahale kolaylig,
Uzerinde ylirlime ve arag gegisine uygunluk,

Tek renk veya RGB segenegi,

Uriinlerimize ézel olarak tasarlanmis PCB,

Anti-static malzeme,

Opsiyonel olarak renkli ylizey imalati,

Mermer, traverten, seramik, ahsap vb.zeminlerde kullanilabilme,
Mikemmel UV Dayanimi,

YUzey temizligi igin aseton, tiner, temizlik kimyasallari ve
zimpara kullanilabilme,

Product Characteristics;

Manufacture of the desired size with flexible production structure,
Acrylic body,

Aluminium chassis with body,

Ease of installation casing with aluminum blin,

On walking and compliance with the passage of vehicles,

Single color or RGB option,

Our products specially designed PCB,

Anti-static material,

Optional colored surface manufacturing,

Marble, travertine, ceramic, wood and so on.Can be used on floors,
Applicable to adapt to the ground that,

UV resistance,

Acetone for surface cleaning, paint thinners, cleaning chemicals and
sandpaper can be used.



Acil Yonlendirme ve Yaya gegidi Sistemleri
Emergency Guidance and Pedestrian Systems

Acil Yonlendirme ve yaya gecidi sistemlerinde
bitin stonelight Urlnleri kullanilabilir. Sistemin
projelendiriimesi asamasinda uygun Urln segimi
yapilir. Ana merkeze entegre olan drunler
tim sistem ile uyumlu olarak c¢alismaktadir.









Uriin Karakteristigi;

Ist vermeyen soguk ik,

Titresimsiz yanma 6zelligi

Dustk enerji tlketimi, bakim gerektirmeyen led aydinlatma,

Tek renk veya RGB segenegi,

Uriinlerimize 6zel tasarlanmig PCB (izerinde SMD teknoloji led,

30.000 saate kadar % 70 Itimen korumasi,

Anti-static malzeme,

Calisma sicakligi (-) 40, (+) 115,

Metal muadilleri aksine, zamanla olusacak paslanmaya neden olmama,
UV Dayanimi,

Ylizey temizligi igin aseton, tiner, temizlik kimyasallari ve zimpara kullanilabilme,
Fiskiye ¢apna gore delikli imalat ( maksimum delik ¢api 58 mm)

Product Characteristics;

Non-heating cold light,

Non-flickering lighting feature

Low energy consumption, maintenance-free LED lighting,

Single color or RGB option,

SMD technology LED on PCB which is designed particularly for our products,
70% lumen protection up to 30.000 hours,

Anti-static material,

Operating Temperature (-) 40, (+) 115,

Contrary to the metal equivalents, it doesn’t cause rusting over time,
Acetone, thinner, cleaning agents and sandpaper safe surface,

Perforated production according to the diameter of the fountain (max. hole dia. 58 mm)

SLH Serisi Havuz Aydinlatma
SLH Series Pool Lighting









Uriin Karakteristigi;

Akrilik Govde,

Uygulanacagi bordure ézel imalat, ( CNC Kesim )

Projeye Gzel tasarim yapilabilme imkan,

Uzerinde ylirlime ve arag gegisine uygunluk,

Tek renk veya RGB segenegi,

Urinlerimize ézel tasarlanmis PCB,

Anti-static malzeme,( Benzin istasyonlari vb. igin )

Galisma sicakligi(-) 20 °C, (+) 115 °C,

Zemine montajdan sonra tonaja ve dis darbelere dayaniklilik
Uygulandigi zemine uyum saglama,

Mikemmel UV Dayanimi,

Yizey temizligi igin temizlik kimyasallari ve zimpara kullanilabilme,

Product Characteristics;

Acrylic Body

Borders will be applied to specific manufacturing ( CNC Cutting )
Possibility of building the project design,

Walking on the passage of vehicles and compliance,

TSingle color or RGB option,

Our products specially designed PCB,

Anti- static material (For Gas Station and so on )

Operating temperature(-) 20 °C, (+) 115 °C,

After installation the floor tonnage and external impact resistance,
Applied to adapt to the ground,

Excellent UV resistance,

Cleaning chemicals can be used for surface cleaning and sanding,



Uygulama Alanlarn,

Kesme granit desenli patirll yizey,

Uzerinde ylirlime ve arag gegisine uygunluk,

Tek renk veya RGB segenegi,

Urlinlerimize ézel tasarlanmis PCB,

Anti-static Polimer malzeme,

Calisma sicakligi (-) 20 °C, (+) 115 °C,

Zemine montajdan sonra tonaja ve dis darbelere dayaniklilik
Kablo kanalina uyumlu rekor,

Mermer, traverten, seramik, ahsap vb. zeminlerde kullanilabiime,
Uygulandigi zemine uyum saglama,

UV Dayanimi,

Yiizey temizligi igin aseton, tiner, temizlik kimyasallari ve
zimpara kullanilabilme,

Product Characteristics;

Suitable for being stepped on and passing over by vehicle,
Single color or RGB option,

Anti-static material,

Operating Temperature (-) 20 °C, (+) 115 °C,

Resistant against high loads and shocks after ground installation,
Fittings in compliance with cable trays,

Manufacturing in optional dimensions,

In harmony with the applied surfaces,

Contrary to the metal equivalents, it doesn&rsquot cause rusting over time,
UV Resistance,

Acetone, thinner, cleaning agents and sandpaper safe surface,



PBS Serisi Cakil Taglari
PBS Series Pebbles Stones









Baglanti Sistemleri
Connection Systems

Saha montaj konnektorleri ile baglantilar, daha kolay, daha guvenilir.

Field assembly connector with connections easier, more reliable.
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